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DRYER INFORMATION:

INLET AIR FLOW:  2000 SCFM | 56.7 Nm³/min

CONNECTIONS:  4" CLS 150 RF FLG

REFRIGERANT: R407C

ELECTRICAL:  460V/3PH/60Hz

WEIGHT:  2028 LBS. / 920 KG

 

OPERATING CONDITIONS:

RATED INLET AIR PRESSURE: 100 PSIG / 6.9 BARG

MAXIMUM INLET AIR PRESSURE: 232 PSIG / 16 BARG

MINIMUM INLET AIR PRESSURE: 44 PSIG / 3 BARG

RATED INLET AIR TEMPERATURE: 100°F / 38°C

MAXIMUM INLET AIR TEMPERATURE: 122°F / 50°C

MINIMUM INLET AIR TEMPERATURE: 39°F / 4°C

RATED AMBIENT AIR TEMPERATURE: 100°F / 38°C

MAXIMUM AMBIENT AIR TEMPERATURE: 113°F / 45°C

MINIMUM AMBIENT AIR TEMPERATURE: 36°F / 2°C

 

SPECIFICATIONS:

CONDENSER TYPE: AIR COOLED

DRAIN TYPE: ELECTRONIC AUTO DRAIN VALVE

EXPANSION DEVICE: CAPILLARY TUBES

 

NOTES:

1. THIS DRAWING ALONG WITH THE MANUAL 

PROVIDES OPERATING CONDITIONS, 

SPECIFICATIONS, INSTALLATION, MOUNTING, 

AND CONNECTION REQUIREMENTS. READ THE 

MANUAL PRIOR TO INSTALLATION.

2. INSTALL IN A CLEAN, WELL VENTILATED AREA TO 

REDUCE DIRT AND DUST ON THE CONDENSER 

COILS. 

3. FOR COOLING AIR FLOW AND MAINTENANCE 

PURPOSES, RECOMMENDED CLEARANCE AROUND 

UNIT IS 4 FEET [1220 MM].

4. INSTALLATION CONTRAINTS. ON-SITE ASSEMBLY 

OF PIPING, TUBING AND/OR ELECTICAL 

CONNECTIONS, ARE THE RESPONSIBILITY OF THE 

CUSTOMER/OWNER.
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